
 

 

 
 

 

Econo Drive 600 & 800 
 

 
 

 
 
 
 
 
 
 
 
 

 
 
 
ECDO06001F  -  230V 1Ph 
ECDO06003F  -  400V 3Ph 
 
ECDO08001F  -  230V 1Ph 
ECDO08003F  -  400V 3Ph 

 
 
 

 
SPECIFICATIONS 
 

600 800 

Operating Voltage 230V 1ph or 400V 3ph   (dependent on model) 
Rated Current 3 A 3 A 
Output Torque 260Nm  
Motor Output 0.3Kw 0.55kW 
Speed   (38T10B1) +/-  8Rpm   +/-  7Rpm 
Duty Cycle <8 operations / hour   
Motor protection Thermal overload switch 
Protection Class IP20 IP20 
Motor Dimensions x    x     mm x    x     mm 

Package Dimensions 
Package Weight 

565 x 255 x 200mm 
12.4Kgs 

600 x 280 x 195mm 
16.2Kgs 

 
 

Max door weight 
(38 Tooth door sprocket) 

600 kg  @  127mm collar 
500 kg  @  159mm collar 
400 kg  @   196mm collar 
350 kg   @   205mm  collar 

 

800 kg  @  133mm collar 
680 kg  @  159mm collar 
550 kg  @  196mm collar 

  520 kg  @   205mm  collar 
 

(The Company reserves the right to amend product specifications and information without notice.) 

 
 

 

FEATURES 
 

●​ Economical AC roller shutter operator 
●​ Mechanical limits switches 
●​ Emergency hand chain 
●​ Clutch release lever 
●​ Available as 230V 1ph or 400V 3ph 

●​ Includes lockable push button station 
●​ Plug & Play expansion modules 

available  

 

 


